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CONCRETE WALK 2"| 5"

HEAVY DUTY CONC.

*SUBJECT TO FINAL GEOTECHNICAL
RECOMMENDATIONS

NOTES:

2II 6"

J5" EXPANSION JOINT WITH
PRE-MOULDED FILLER. RECESS FILLER
15" PROVIDE JOINTS AT 30' 0.C. MAX.
UNLESS OTHERWISE NOTED. PROVIDE
EXPANSION JOINT WHERE PAVEMENT
ABUTS STRUCTURES, VERTICAL
SURFACES, AND AS NOTED. SEAL ALL
EXPANSION JOINTS WITH APPROVED
WATERPROOF SEALANT

SANCUT CONTROL JOINT /4 TIMES
THE DEPTH OF THE SLAB, WITH 2"
WIDE SMOOTH STRIP ON EACH
SIDE. LAYOUT AS INDICATED ON
PLAN

6 x6 N29x 29 NNWRE MESH

AGGREGATE BASE COURSE

COMPACTED SUBGRADE

PROVIDE LIGHT BROOM FINISH PERPENDICULAR TO THE TRAFFIC FLOW UNLESS
OTHERWISE NOTED

CEMENT CONCRETE PAVEMENT
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sow

15

SCALE: 1 1/2" = 10"

0" X &" X 6' REINFORCED
PRECAST CONCRETE WHEEL
STOP. SEE SITE PLAN FOR
LOCATION AND LAYOUT;
REVSE FROM STOCKPILE
AND ADD NEWN AS NEEDED

FINISH GRADE

AGEREGATE BASE

COURSE
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L COMPACTED SUBGRADE

PRECAST CONCRETE WHEEL

I/2" REBAR, DRIVEN INTO
BITUMINOUS CONCRETE
PAVEMENT. USE 2 PER
WHEEL STOP, PLACE 6"
(MIN) FROM END.

STOP

SCALE: 1" = 1'-0"

SIDEWALK OR PLAZA
PAVEMENT (SCORING LINE)

6" VERTICAL CURB
TRANSITION CURB

FLUSH CURB

NOTES:

24" DETECTABLE
WARNING SURFACE

RAMP CROSS SECTION TO BE THE SAME AS ADJACENT SIDEWALK; |LE. DEPTH OF SURFACE AND

FOUNDATION.

DIMENSIONS ARE SUBJECT TO CHANGE IN FIELD. ALL SLOPES AND DIMENSIONS TO COMPLY WITH

AD.A. AND MAAB REQUIREMENTS.

PROVIDE EXPANSION JOINT AT TOPS OF RAMP AND AT BACK OF WALK AT INTERFACE OF CURB.

PROVIDE HEAVY BROOM FINISH ON RAMP AND SIDE SLOPES PERPENDICULAR TO FLOW OF

TRAFFIC.
MINIMUM WALK DIMENSIONS ARE FROM BACK OF CURB.
TRANSITION CURB LENETH AS REQUIRED TO MEET CODE.

FIXED OBJECTS (i.e. UTILITY POLES, HYDRANTS ETC.) MUST NOT ENCROACH ON ANY PART OF A

WHEELCHAIR RAMP, INCLUDING TRANSITION SLOPES.

AT NO TIME IS ANY PART OF THE AHEELCHAIR RAMP, EXCLUDING CURB TRANSITIONS, TO BE

LOCATED OUTSIDE OF THE CROSSWALK.

CURB CUT AND RAMP - TYPE

1

SCALE: NTS

PREFARED TOPSOIL
il L A |\.u il n.,;"w gt sy

/

OF TOPSOIL

SUBGRADE

SEEDED OR SODDED LAMN

PREPARED SUBEGRADE - LOOSEN
AND SCARIFY PRIOR TO PLACEMENT

UNDISTURBED OR COMPACTED

LOAM AND SEED / SOD PLANTING

SCALE: 1 1/2" = 1'=0"

MATCH EXISTING

5" AS REQUIRED

PROPOSED BITUMINOUS

p PAVEMENT PAVEMENT 5
LIMIT OF WORK / ————3
EXISTING SAWNCUT LINE SURFACE COURSE
PAVEMENT /—BINDER COURSE
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MILL 15" OF EXISTING PAVEMENT; == 9

OVERLAY

|5" OF HOT MIX

ASPHALT SURFACE COURSE;
EXTENTS OF OVERLAY AS

REQUIRED

TO PROVIDE CLEAN

AND SMOOTH TRANSITION
BETWEEN NEW AND EXISTING

PAVINE.
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EXISTING OR COMPACTED

SUBGRADE

BITUMINOUS CONCRETE PAVEMENT OVERLAY

2

SCALE: 1/4” = 1'=0”

ELAN DETAL
4" WIDE STRIPE
LINES, TYPICAL _ o
7| €—TrrPicAL 0 "
ok PASSENGER CAR %
HANDICAP Sich, —) I % > ACCESS AISLE
. —24—PAINTED ICON, TYP.
. SEE DETAIL ©
PRECAST © 3
CONCRETE w©
WHEEL STOP, TYPICAL HANDICAP
TP, PARKING SPACES o

VAN —){ I

ACCESSABLE

&— VAN ACCESSABLE

\— 3" WIDTH WHITE
SKID RESISTANT
PAINT SYMBOL IN

6

HANDICAP SPACE BLUE SKID
HANDICAR SIEN ] RESISTANT PAINT
CURB AS NOTED FIELD
HANDICAP PARKING SPACE LAYOUT
SCALE: 1/16" = 1"-0"
6" VERTICAL
SCORING LINE C’?Ss CURB
TRANSITION CURB SEE Lo

PLAN FOR RADIUS

DETECTABLE
WARNING SURFACE

FLUSH CURB

s

Sw

NOTES:

- EXPANSION JOINT IN
CONC. PAVING TYP.

RAMP CROSS SECTION TO BE THE SAME AS ADJACENT SIDEWALK; |.E. DEPTH OF SURFACE AND

FOUNDATION.

DIMENSIONS ARE SUBJECT TO CHANGE IN FIELD. ALL SLOPES AND DIMENSIONS TO COMPLY WITH
ADA. AND MAAB REGUIREMENTS.
PROVIDE EXPANSION JOINT AT TOPS OF RAMP AND AT BACK OF WALK AT INTERFACE OF CURB.
PROVIDE HEAVY BROOM FINISH ON RAMP AND SIDE SLOPES PERPENDICULAR TO FLOW OF

TRAFFIC.

MINIMUM WALK DIMENSIONS ARE FROM BACK OF CURB.

TRANSITION CURB LENEGTH AS REQUIRED TO MEET CODE.

FIXED OBJIECTS (i.e. UTILITY POLES, HYDRANTS ETC.) MUST NOT ENCROACH ON ANY PART OF A
WHEELCHAIR RAMP, INCLUDING TRANSITION SLOPES.

AT NO TIME IS ANY PART OF THE WHEELCHAIR RAMP, EXCLUDING CURB TRANSITIONS, TO BE
LOCATED OUTSIDE OF THE CROSSWALK.

CURB CUT AND RAMP - TYPE 2

SCALE: NTS

FOR LIGHT POLE, POLE BASE AND
COVER REFER TO ELECTRICAL
ENGINEERING DOCUMENTS
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MINIMUM

FINISH EGRADE

| E¢——— COMPACTED sUBERADE

- W ANCHOR BOLTS AS REQUIRED BY
THE MANUFACTURER

CONDUIT, REFER TO ELECTRICAL ~ ENGINEER.

ENGINEERING DOCUMENTS -6

REINFORCED

SONA TUBE ANCHOR BOLT, TYPICAL.

CONCRETE BASE

ELEVATION — PRECAST LIGHT POLE BASE FLUSH

SITE LIGHTING

NOTES:

o FOR ALL LIGHT POLE REINFORCED CONCRETE
BASES, CONFIRM 5'-0" DEFTH WITH STRUCTURAL

ENGINEER.

SHOP DRANINGS SHALL BE SUBMITTED TO
LANDSCAPE ARCHITECT AND ELECTRICAL

ANCHOR BOLT SPACING SHALL
BE DETERMINED BY LIGHTING
STANDARD MANUFACTURER.

1

SCALE: 1/2" = 1’-0"

FLUSH CURB

FINISH ERADE OF
ROADWAY

6" CURB

GRANITE
TRANSITION CURB

777777777 S S A
BOTTOM OF CURE /’!, VARIES — SEE PLAN

ELEVATION

3 TRANSITION GRANITE CURB (TGC)

FINISH GRADE
SURFACE VARIES GRANITE CURB
Y REFER TO GRADING PLAN
FINISH GRADE
- 7
@ 7
B S
5 AGGREGATE BASE COURSE
CONCRETE TO
MEET PAVING
T
L COMPACTED SUBGRADE
VERTICAL GRANITE CURB (VGC)

40 Water Streeft, 3rd Floor
Boston, MA 02109
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Copyright Reserved

The Contractor shall verify and be responsible for all dimensions. DO
NOT scale the drawing - any errors or omissions shall be reported to
Stantec without delay.

The Copyrights to all designs and drawings are the property of
Stantec. Reproduction or use for any purpose other than that
authorized by Stantec is forbidden.

4 SCALE: 1" = 1'-0"

SCALE: 1" = 1'-0"
NOTE:
REAR PANEL 1-0" SIEN PANELS AND POLE TYPES
P RAL 1 7 SHALL MATCH PHASE | AND || 20" TYPICAL
Y o d——— ALUMINIM SIeN PANEL FLuSH 5 \Z 1,2 PAINTED STRIPE
) MOUNTED TO SUPPORT POSTS
G FRONTPANEL—— | % |—) :é\: ON FRONT, TOP, AND BACK oo ‘ ‘ ‘ zgigmf(&i%ﬁg
o | | ALL VISIBLE CONNECTIONS
| | SHALL BE FULL WELDED AND 1 —F
| b GROUND FLUSH AND SMOOTH
BOTTOM 7  PRESSURE-SENSITIVE VINYL =z
——RAIL GRAPHICS LETTERING STYLE T
) AND COPY TO BE o
© APPROVED BY OWNER'S +-—-— ‘fE B B B B | rw
/N,/ o L —  rerResEVATVE o
/'\ é‘\:/ -
¢ 2" SQUARE ALUMINUM POST
FINISH GRADE § —F
/ ¢ SIDENALK
/ |<— CURB, AS NOTED ON SITE PLANS
N0
/SECTION A= <. CONCRETE FOOTING SEE PLAN FOR LENGTH
= afli= TOP OF CONCRETE ¥ #
< - OF PAVEMENT COURSE
—T PAINTED PARKING SPACE STRIPE
T | 5 COMPACTED SUBGRADE . SEE PLAN FOR LENGTH .
A - -
== = g A
RI-| SINGLE POST SIGNAGE = !E
PAINTED STOPLINE

/ SCALE: 1/16” = 1'~0"
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EXPANSION JOINT
IN CONC. PAVING
TYP.

TRANSITION CURB

FLUSH CURB

24" DETECTABLE
WARNING

SURFACE

BLEND GRADES AT
EDGE OF SIDEWALK

T

R S T R SN
DN e e -

€ROADWAY Q

NOTES:

l. RAMP CROSS SECTION TO BE THE SAME AS ADJACENT SIDEWALK; |.E. DEFTH OF SURFACE AND
FOUNDATION.
DIMENSIONS ARE SUBJECT TO CHANGE IN FIELD. ALL SLOPES AND DIMENSIONS TO COMPLY WITH
ADA. AND MAAB REQUIREMENTS.
PROVIDE EXPANSION JOINT AT TOPS OF RAMP AND AT BACK OF WALK AT INTERFACE OF CURB.
PROVIDE HEAVY BROOM FINISH ON RAMP AND SIDE SLOPES PERPENDICULAR TO FLOW OF
TRAFFIC.
MINIMUM WALK DIMENSIONS ARE FROM BACK OF CURB.
TRANSITION CURB LENGTH AS REQUIRED TO MEET CODE.
FIXED OBJECTS (ie. UTILITY POLES, HYDRANTS ETC.) MUST NOT ENCROACH ON ANY PART OF A
7. WHEELCHAIR RAMP, INCLUDING TRANSITION SLOPES.
AT NO TIME |S ANY PART OF THE WHEELCHAIR RAMP, EXCLUDING CURB TRANSITIONS, TO BE
LOCATED OUTSIDE OF THE CROSSWALK.

CURB CUT AND RAMP - TYPE 3
SCALE: NTS
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8 STRIPING - CROSSWALK AND LINES
SCALE: 1/8" = 1'=0"

NOTE: CONTRACTOR MAY
USE PLASTIC TREE GUYING
CHAIN IF APPROVED BY_ L.A. NYLON TREE SLING N

\%@“ DOUBLE STRAND (2 GA. \
/ WIRE TWISTED

/
TREE PIT (3 X ROOT —/\

_
BALL DIAMETER) —
ROOTBALL FLAN

WOOD STAKE (SEE BELOW)

PROVIDE 2"x3" UNTREATED PINE STAKES 3 PER TREE.
DRILL TO ACCEPT EUY WIRE. PRIME AND PAINT BLACK.

PLACE ROOTBALL SO THAT ROOT FLARE IS VISIBLE |-2"
ABOVE FINISH GRADE

3" BARK MULCH IN SAUCER
KEEP 2" CLEAR OF TRUNK, EXTENT OF TREE PIT

PLANT SAUCER, 4" CONTINUOUS HEIGHT

SEED OR 50D AS NOTED ON PLANS
FINISH GRADE

50" MIN.

lo

CUT AND REMOVE WIRE BASKETS ENTIRELY
PLANTING SOIL MIX: BACKFILL IN LOOSE LIFTS OF 6"-8"
DEPTH. SETTLE WITH THOROUGH WATERING
L PLACE BALL ON SUBGRADE
OLE TO BE 3 TIMES AS WIDE AS NOTE: TREE SHALL BEAR SAME RELATIONSHIP TO
THE ROOTBALL DIAMETER FINISHED GRADE AS IT BORE TO NURSERY OR FIELD
GRADE.

DECIDUOUS TREE PLANTING

-0" MIN,

2!
J
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SCALE: 1/4” = 1'-0"

Permit-Seal

Applicant/Project

Market Street South LLC

c/o National Development
2310 Washington Street
Newton Lower Falls, MA 02462
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Lynnfield, MA
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